
 

 

Description: 

Flush gasketed ceiling joint covers designed for false ceilings.  

Technical Data: 

 Metals :Extruded Aluminum - 6063-T6 ASTM 

B221  

 Elastomeric Seals: Dual Durometer Gasket 

ASTM D2000 

 

Material Finishes: 

 Exposed aluminum sections are clear ano-

dized as standard  

 Dual durometer gasket is available in black, 

gray, beige and white* colors. 

 

Limitations: 

 Standard  length 3 meter  

 Maximum  length  6.1 meter 

 

Optional Accessories: 

 - 

 

Installation: 

See manufacturer’s standard installation instruc-

tions.   

 

*Subject to minimum order quantity  

Key Features: 

 Design engineered for false ceilings 

 Movement : +/- 25% 

 Highly durable dual durometer gasket 

 

Applications: 

 Where hygiene is important 

 Suitable for false ceiling 

 Where minimal visual impact is pre-

ferred 

 Available for gap sizes of 1″ & 2″ 

 

 

 

 MODEL : CGS & CWGS 

THERMAL G  CEILING 

Dual Durometer False Ceiling 



 

 

CGS 

CWGS 

Ceiling to Ceiling 

Ceiling to Wall 

Model 
Min Joint      

Opening 

Nominal Joint 

Width (W) 

Max Joint       

Opening 

Exposed            

Surface (ES) 
Overall Width Overall Height 

CGS1 0.60"(15mm) 1.00"(25mm) 1.25"(32mm) 0.82"(22mm) 1.81"(46mm) N/A 

CGS2 0.60"(15mm) 2.00"(51mm) 2.50"(64mm) 1.73"(44mm) 2.68"(68mm) N/A 

CWGS1 0.60"(15mm) 1.00"(25mm) 1.25"(32mm) 0.94"(24mm) 1.42"(36mm) N/A 

CWGS1 0.60"(15mm) 2.00"(51mm) 2.50"(64mm) 1.77"(45mm) 2.24"(57mm) N/A 

 

 

 


